
Attachment 
 

Main Specifications of Sony Xperia™ PLAY SO-01D 

(Subject to change) 
 

Height x Width x Thickness  Approximately 120 x 62 x 16.4 mm  

Weight Approximately 175 grams  

Continuous Stand-by Time (static) Approximately 480 hours (3G) / 300 hours (GSM) 

Continuous Talk Time  Approximately 340 minutes (3G) / 450 minutes (GSM) 

Continuous TV Phone Time N/A 

Main Display 
4.0 inches (480 x 854 dots) 
Full wide VGA; TFT; 16,777,216 colors 

Sub Display N/A 

External Memory Device microSDHC™ memory card (32 GB) 

Cameras 

Outer: CMOS 
   Effective resolution: 5.1 megapixels 
   Recorded resolution: 5.1 megapixels 
Inner: CMOS 
   Effective resolution: 300,000 pixels 
   Recorded resolution: 300,000 pixels 

Color Black 
 



Selected Services and Features Available in Sony Xperia™ PLAY SO-01D 
(Subject to change) 

 
 

 Sony Xperia™ PLAY 
SO-01D 

sp-mode™   

sp-mode mail™   

Address book backup  

i-modeTM mail - 
Connections Koe-no-Takuhaibin™ (direct 

voice messaging service)  

GPS  

Auto GPS - 

Map application and content  
Search 

i-channel™  

docomo market  
“One-segment” terrestrial 
digital broadcasting - 

Music player  
Entertainment 

Content Package - 

Daily life Osaifu-Keitai™ (mobile wallet 
functions） - 

docomo Palette UI - 
Personalized services 

Melody Call™  

International roaming WORLD WING™  
Area Mail™ (disaster 
information service)  

Safety 
Disaster message board  

Customer Support Electronic instruction manual  

OS Android™ 2.3 

Waterproof  - 

Infrared-based data exchange - 

Bluetooth®  
(Version 2.1+EDR) 

Wi-Fi®  

Touchscreen  
(Capacitive / Multi-touch) 

3D - 

HD/Full-HD video shooting HD 

QWERTY keyboard  
(depends on software) 

Flash®  

HSDPA/HSUPA* HSDPA – 14 Mbps 
HSUPA – 5.7 Mbps 

i-mode - 

i-appli - 

Software update  

Others 

Tethering**  
(up to 5) 



*The transmission speed is the theoretical maximum. Services will be provided on a best-effort basis 
and speeds may vary depending on network traffic or transmission environments. Even within 
FOMA HIGH-SPEED service areas, communications speeds may be limited to 384 Kbps depending 
on the location. With FOMA service outside HIGH-SPEED areas, both the maximum uplink and 
downlink is 384 Kbps. Please visit DOCOMO’s website for information about service areas offering 
max. 7.2/14 Mbps downlink and 5.7 Mbps uplink.  
**Requires subscription to sp mode. When the tethering function is engaged, sp mode functions 
other than Internet connection and email service cannot be used. Online applications such as 
browsing and games may not function normally on an external device depending on the user’s 
location and environment. In the default setting, the link between the external device and the 
smartphone/tablet is not protected by a password or other security measures. We highly recommend 
the use of password-protected security measures. 
 
The specifications may differ slightly from the charts shown. 
Continuous stand-by, talk and TV phone times are approximate and may vary depending on network and phone usage. 
sp-mode, sp-mode mail, i-mode, Koe-no-Takuhaibin, i-channel, Osaifu-Keitai, Melody Call, WORLD WING, Area Mail, FOMA and 
i-appli are trademarks or registered trademarks of NTT DOCOMO, INC. in Japan and/or other countries. 

NTT DOCOMO’s sp-mode, i-mode, Koe-no-Takuhaibin, i-channel, Osaifu-Keitai, Melody Call, WORLD WING, Area Mail, FOMA 
and i-appli are only available to subscribers in Japan. 

microSD and microSDHC are trademarks of SD Association. 
Flash is a registered trademark or trademark of Adobe Systems Incorporated in the United States and/or other countries. 
Bluetooth is a registered trademark of Bluetooth SIG, INC. 
Wi-Fi is a registered trademark of the Wi-Fi Alliance. 
Android is a trademark of Google Inc.  
All other trademarks are the property of their respective owners. 

 


